
SZ-5AW
COLOR: White
WEIGHT: 25,5 kg
OXYGEN FLOW: 0.5 - 5 liters / minute
SOUND LEVEL: <55 dBA
ENERGY CONSUMPTION: 165W
POWER SOURCE: POWER SOURCE: 220-240V/AC 50HZ
OXYGEN PURITY: 93% ～ 87%
STORAGE TEMPATURE: -25°C – +75°C
OPERATING TEMPERATURE:  5°C – +40°C
OXYGEN MONITOR HIGH OXYGEN: 
O2> 93% + 3
LOW OXYGEN: O2 <86% + 3
WWARRANTY: 2 YEARS
TYPE B
CLASS II
TIME SETTINGS OPERATING MODE
EFFICIENT WORKİNG SYSTEM THAT PROVIDES HIGH 
ENERGY SAVINGS COMPARED TO CONVENTIONAL 

COLOR: White
WEIGHT: 28,5 kg
OXYGEN FLOW: 1 - 10 liters / minute
SOUND LEVEL: <=59 dBA
ENERGY CONSUMPTION: 165W
POWER SOURCE: 220-240V/AC 50HZ
OXYGEN PURITOXYGEN PURITY: 93% ～ 87%
STORAGE TEMPATURE: -25°C – +75°C
OPERATING TEMPERATURE:  5°C – +40°C
OXYGEN CONCENTRATORS

OXYGEN MONITOR HIGH OXYGEN: 
O2> 93% + 3
LOW OXYGEN: O2 <86% + 3
WARRANTY: 2 YEARS
TYPE B
CLASS II
TIME SETTINGS OPERTIME SETTINGS OPERATING MODE
EFFICIENT WORKİNG SYSTEM THAT 
PROVIDES HIGH ENERGY SAVINGS 
COMPARED TO CONVENTIONAL 

SZ-5BW
COLOR: Grey & White
WEIGHT: 24,5 kg

OXYGEN FLOW: 0.5 - 5 liters / minute
SOUND LEVEL: ≤53 dBA

ENERGY CONSUMPTION: 165W
POWER SOURCE: POWER SOURCE: 220-240V/AC 50HZ

OXYGEN PURITY: 93% ～ 87%
STORAGE TEMPATURE: -25°C – +75°C

OPERATING TEMPERATURE:  5°C – +40°C
OXYGEN MONITOR HIGH OXYGEN: O2> 93% + 3

LOW OXYGEN: O2 <86% + 3
WARRANTY: 2 YEARS

TYPE BTYPE B
CLASS II

TIME SETTINGS OPERATING MODE
EFFICIENT WORKİNG SYSTEM THAT PROVIDES 

HIGH ENERGY SAVINGS COMPARED TO 
CONVENTIONAL OXYGEN CONCENTRATORS

SZ-T (10 LT)

All of them have nebulization feature 

RESPIROX OXYGEN CONCENTRATORS


